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Technical Datasheet  
4020 Neutralizer / Cleaner  
  
  
The 4020 Neutralizer leaves no film, has a low foam level, is safe for septic and sewage systems and contains no 
phosphates or alkalis.  
  
The Staticide Anti-Static Neutralizer/Cleaner is a concentrate that can be used in 
different dilutions for different applications.    
  
For a regular cleaning of sealed or painted concrete floors, conductive flooring or 
standard flooring, dilute 1 part concentrate to 128 parts water (1 oz to 1 gallon).  
Sweep the floor to remove surface dirt then mop with the solution.  
  
For removal of oil, grease or scuff marks try use a heavier dilution (2oz to a gallon 
of water) and let it soak on the floor for 5 minutes before scrubbing.  Rinse.  
  
This product can also be used on metal, glass or porcelain with a 1:128 dilution.    
  
Metal: Apply with cloth or brush. Rinse or hose off.  
Porcelain: Apply with spray, cloth or sponge. Wipe dry with chamois or dry cloth.  
Glass: Apply with spray or sponge.  Wipe dry with lint-free cloth (ACL LF50 
Heavy Duty Lint Free Wipes are perfect for this application).  
  
  
The physical and chemical properties:  
  
% Solids:  30.6  
pH:   6.9-7.1  
Density@25° C:  1.0285 g/ml  
Lbs/Gal @ 25° C: 8.58  
Color    Blue  
Electrostatic Decay Time (FED Test Method 4046):   .2 Seconds  
  
  
  
  
  
  
  
  
  
  
For more information contact:  

  
840 W. 49th  Place   Ph : 847-981-9212   
ACL Incorporated registered to  
ISO 9001:2008  

Certificate NO. 10002746  
  
Chicago, IL 60609    
Fax847-981-9278  



  
  
  
  

Biodegradable, Anti-Static Cleaner for use in all facilities  
  
  
  
APPLICATION INSTRUCTIONS  
  

1. Normal surface cleaning for conductive floors, standard floor materials, and sealed or painted concrete floors:  
a. Dilute 1:128.  
b. Sweep floor to remove surface dirt.  
c. Mop floor with solution.  
 
  
2. Oil, grease and scuff marks:  
a. Dilute 2: 128.  
b. Apply and let soak for 5 minutes.  
c. Scrub and rinse.  
 
  
3. Metal surfaces:  
a. Require regular washing.  
b. Dilute 1:128.  
c. Apply with cloth or brush.  
d. Rinse or hose off.  
 
  
4. Glass:  
a. Dilute 1:128.  
b. Apply with spray on sponge.  
c. Wipe dry with lint-free cloth.  
 
  
5. Porcelain and Woodwork:  
a. Dilute 1: 128.  
b. Apply with spray, cloth or sponge.  
c. Wipe dry with chamois or dry cloth.  
 
  
  
Caution:  Keep out of reach of children.  Avoid contact with eyes.  In case of contact with eyes, rinse immediately 
with plenty of water and seek medical advice.    
  


